
Asbestos Material: 

1. Equipment room – 26 sq ft of non-friable 9”x9” green floor tile (under 

equipment rack. 

2. Equipment room – 26 sq ft of non-friable 9”x9” green floor tile mastic 

(under equipment racks)1’ 

3. Equipment room – 517 sq ft of non-friable floor tile mastic (under tan 

patterned floor tile) 

4. Exterior – non-friable penetration caulk 

5. Exterior – non-friable vent frame caulk 

6. Lavatory – 16 sq ft of non-friable 1’ x 1’ light brown streaked floor tile 

7. Lavatory – 16 sq ft of non-friable 1’ x 1’ light brown streaked floor tile 

mastic 

8. Pull box – 3 insulators 

9. Roof 803 sq ft of roofing materials 

10. VOR Non-friable floor leveler 

 

Lead Paint: 
EG Room  LBP/LCC on ceiling and I-beams  intact  1.67 wt 

%   

Storage Shed 

Exterior  

LBP/LCC on walls (red) (paint is peeling)  delaminated  12.1 wt 

%   

Storage Shed 

Interior  

LBP/LCC on ceiling, walls and floor (gray) (this paint is also on roof under rolled 

roofing material)  

delaminated  17.7 wt 

%   

Storage Trailer 

Exterior  

LBP/LCC on walls (red) (paint is peeling)  delaminated  11.1 wt 

%   

Storage Trailer 

Interior  

LBP/LCC on ceiling, walls and floor (gray)  intact  2.82 wt 

%   

VOR Exterior  LBP/LCC on EG exhaust (silver) (also on interior EG exhaust)  delaminated  .974 wt 

%   

VOR Exterior  LBP/LCC on doors and door frames (gray) (on EG and Equipment Room doors)  delaminated  1.25 wt 

%   

VOR Exterior  LBP/LCC on gate (red) (also on 8 ft. section of fence)  delaminated  11.4 wt 
%   

VOR Exterior  LBP/LCC on pull box located near gate (orange)    

 


